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Use when applicable.

10‑1.18 Fiberglass polyester paving mat

1.  

Fiberglass polyester paving mat shall conform to the provisions in Section 88, "Engineering Fabrics," of the Standard Specifications and these special provisions.

2.  

Fiberglass polyester paving mat shall be manufactured from fiberglass combined with polyester, polypropylene or polypropylene-nylon material.

3.  

The fabric shall be non-woven, heat treated on at least one side, and shall conform to the following:

	PHYSICAL PROPERTIES OF Fiberglass polyester paving mat

	Property
	Test Method
	Units
	MARV*

	
	
	
	

	Mass per unit area
	ASTM D5261
	g/m2  (oz/yd2)
	125 (3.69) 

	Tensile strength, MD
	ASTM D5035 
	N/50 mm (lb/2 in)
	200 (45)

	Tensile Strength, CD
	ASTM D5035
	N/50 mm (lb/2 in)
	200 (45)

	Elongation at maximum load, MD
	ASTM D5035
	percent
	<5

	Elongation at maximum load, CD
	ASTM D5035
	percent
	<5

	Melting point
	ASTM D276
	 C ( F)
	>230 (>446)

	
	
	
	

	* MARV = Minimum Average Roll Value
	
	


4.  

The Contractor shall place fiberglass polyester paving mat in conformance with the provisions in "Asphalt Concrete" of these special provisions and the manufacturer's recommendations.

5.  

Measurement and Payment

Fiberglass polyester paving mat will be measured and paid for by the square meter.

6.  

The contract unit price paid for fiberglass polyester paving mat shall include full compensation for furnishing all labor, materials, tools, equipment and incidentals including the paving asphalt tack coat and for doing all the work involved in furnishing and placing fiberglass polyester paving mat complete in place as specified in these special provisions and no additional payment will be made therefore.
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