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10‑1.__  FIBERGLASS POLYESTER PAVING MAT

Fiberglass polyester paving mat shall conform to the provisions in Section 88, "Engineering Fabrics," of the Standard Specifications and these special provisions.
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Fiberglass polyester paving mat shall be manufactured from one of the following:

A.
Fiberglass and polyester

B.
Polypropylene

C.
Polypropylene-nylon
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Fiberglass polyester paving mat shall be non-woven, heat treated on at least one side, and conform to the following:

	Property
	Test Method
	Units
	MARV*

	Mass per unit area
	ASTM D 5261
	g/m2
	125

	Tensile strength, MD
	ASTM D 5035
	N/50 mm
	200

	Tensile strength, CD
	ASTM D 5035
	N/50 mm
	200

	Elongation at maximum load, MD
	ASTM D 5035
	Percent
	<5

	Elongation at maximum load, CD
	ASTM D 5035
	Percent
	<5

	* MARV = Minimum Average Roll Value
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Fiberglass polyester paving mat will be measured by the square meter.
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The contract price paid per square meter for fiberglass polyester paving mat shall include full compensation for furnishing all labor, materials, tools, equipment, and incidentals and for doing all the work involved in placing fiberglass polyester paving mat complete in place, as shown on the plans, as specified in the Standard Specifications and these special provisions, and as directed by the Engineer.
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